GENMERAL NOTES

ALL EXPOSED METAL PARTS SHALL BE
PAINTED PRIOR TO ASSEMBLY.
WELDING, MACHIRING AND DRILLIRC

(18
SHALL BE DONE PRIOR TO PAINTING.
ALL DIMERSIONS ARE FINISH
DIMENSIONS .
ALL PARTS SHALL BE OF STRUCTURE
» . STEEL, GRADE 36.
VARIES [ FOR CLEANING AND PAINTING OF FRANE
£ SEE DWG. 2215, GENERAL MOTE NO. 4.
Ee g VARIES [ 4. FRAME MAY BE WELDED OR RIVETED.
Y C CONSTRUCTION ROTES
]
L ¢ r A. NO. 4 BARS AT 6" 0.C. EACH WAY.
T b B. TOP OF CURB.
i Lo B4 _ne” 14’ 14" - w C. CURB FLOWLINE,
® o ,f;‘f:&lﬁ:n'ﬂn 111716 D. ANGLE ANCHOR DETAIL, SEE DWG. 2205,
b oy e TYP I E. SEE CITY OF ALBUQUERQUE STD. DWG.
o el === 2207 FOK STORM INLET GUTTER
A : ! \"5 b TRANSITION.
A L = P A F. GRATE PER CITY OF ALBUQUERQUE STD.
IR w -#—-{————-—A DWG. 2220 (TYP.) 16 TOTAL MODIPIED
T Y 2 T o WITH 1" GAP COVER PLATE PER DETAIL
[ ‘—j——i——xﬂo' THIS SHEET.
- l } T3T) G. 1/4" SPACE BETWEEN GRATER (TYP.).
9= ] ! . L H. OUTLET STORM DRAINAGE HORIZONTAL
ZEF B c ; I AND VERTICAL LOCATION MAY VARY PER
SR } [ H SPECIFIC PROJECT.
ki F—)g PLAN Lol ! J. GRADE BREAK;
o) | K. GRADE BREAK LOCATIONS AND SLOPE
CATTLE GUARD INLET DETAIL MAY VARY DEPENDING ON LOCATION OF
‘o INLET.
6 10" > L. CONCRETE FILL MINIMUM LONGITUDINAL
& SLOPE 4:1.
| M 7o c Dys M. CROWN.
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SECTION A-A
NOTE: SEE DWG. 2272 FOR SEGTIONS B-B,
c-C, D-D, E-E, AND F-F,
CITY OF ALBUQUERQUE
REVISIONS DRAINAGE
CATTLE GUARD INLET
DWG. 2271 APRIL 1992




